
Mystic
Chestnut  176

Mystic
Marble  535
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The most popular Allure patterns and colors are shown.
For a complete selection, visit the Materials Library at www.lafvb.com.

Entice
Cream 235

A flame retardant coating is available for all fabrics.  The shade is fabricated then sent to an external facility 
for the flame retardant coating.   Allow four to six weeks extra delivery time for this service.  Standard shipping is included.  

Entice
White  885 

Reserved 
(Room Dimming)
Latte  463

Entice
Smoke  802

Reserved 
(Room Dimming)
Root  175

Mystic
Pecan  615 

Serene 
Alabaster  007

Room Darkening Fabrics (white backing faces the street side)
to be used for Couplitaire Shades

Serene
Vanilla  350

Serene
Cream  235

Serene
Camel  139

Serene 
Linen  455

Serene
Truffle  857

Serene
Slate  800

Discreet 
(Room Dimming)
Tawny  837

Discreet 
(Room Dimming)
Mink  462
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Product Features - see Allure Sell Sheet

Dimensional Guidelines
Standard Transitional
	 Maximum Width: 	 90” for most fabrics;
			  84” Mirage
			  102” Mystic, Mystic Wide, Ritz
	 Max. Width-2 on 1: 	 156”
	 Maximum Length: 	 120” for most fabrics, 96” Mirage 
			  96” Small Cassette

Modernaire:	 Maximum Width:  84”
			  Maximum Length:  96” 

Couplitaire:
	 Maximum Width: 	 78” or 84” based on material
	 Max. Width-2 on 1: 	 78” or 84”
	 Maximum Length: 	 96” 

Cassette Colors - Black, Bronze, Brushed Nickel, 
	 Desert Tan, White, Vanilla

Allure Shade Types
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Large CassetteSmall Cassette

Standard Allure Modernaire Couplitaire

Cassette Options

Arch - Fixed Open Position Arch - Fixed Closed Position

CouplitaireSmall Cassette Large Cassette

Installation Brackets

Couplitaire Installation
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Outside Mount L Bracket Installation
6” projection with full returns

Inside Mount Screw Installation
Shown partically recessed with 

customer specified partial returns

Width

Le
ng

th

Motorization is available.  See Motorization Overview.


